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        File-No.: 11638 

 
 
 

T E C H N I C A L   S P E C I F I C A T I O N 
 
 
 

3 AXLES half pipe TIPPING SEMI-TRAILERS 
 

Capacity: Approx. 40 cbm.  
 

Special made for African roads 
 

Hardox 450  -  8x6 mm 
 
 

Top Quality Product                                      Custom-made in Europe 
 

 
 
 
Payload of the Tipping Semi-Trailer with 3-axle tractor head (33 to.) (= fifth-wheel load: 24 to.) 
 

No. 
Axles 

Axle 
load 

Tire Size Rim Size Total 
load per 
axle (kg) 

Tire 
pessure 

(bar) 

Speed 
max. 

(km/h) 

Total Payload  
per Trailer 

3 12 to. 13 R 22,5 9.00-22,5 Alloy 11 000 8,5 80 45 000 kg =   99 200 lbs. 

3 16 to. 13 R 22,5 9.00-22,5 - Steel 13 400 8,5 80 54 000 kg = 119 000 lbs. 

3 18 to. 14.00 R 20 10.00-20 - Steel 18 000 8,0 80 67 000 kg = 147 700 lbs. 

3 20 to. 12.00 R 24 8.5-24 - Steel 20 000 8,5 50 72 000 kg = 158 730 lbs. 

 

 
 

HIGH TENSILE STEEL CHASSIS in QST 380 
- 2 Automatic welded main beams in steel QST380 and ST 52 with 8/6 and 15 mm 
- Cross members in steel QST 380 
- Dismountable 3,5" king pin. JOST, Germany 
- Mudguards. 
- Rear bumper. 
 
 

                         ROLLING EQUIPMENT 
- Reinforced tridem mechanical suspension. 
- 3 Axles SAF or BPW, Germany for twin wheels, 16 ton. 
- Drum brakes Ø 420x200. 
- 13 (12+1 spare wheel) Tires  13 R 22,5 
- Steel rims 9,00-22,5 
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                         BRAKING SYSTEM  NO ABS 
-Two lines with load corrective valve (ALB)  
- Pneumatic parking brake (Maxibrake) on rear axle. 
 
 

                         LANDING GEAR  
- 2 Speeds telescopic (lifting capacity: 24 ton, static capacity: 50 ton).  

JOST, Germany 
 
 

                         LIGHTING AND SIGNALLING  
- Two rear lights with 9 functions. 
- Side LED lights with reflectors 
- Frontal LED lights with reflectors 
 
 

                         Halfpipe STEEL BOX in Hardox 450  
- Floor in 8 mm, sides, front panel and rear door in 6 mm Hardox 450 
- Front wall on the top with protection for the tipping cylinder  
- Rear door with automatic opening with double hinge. 
- Lateral staircase. 
- Heavy duty stabilizer between halfpipe tipping box and chassis 
 
 

                         TIPPING DEVICE 
- Front end cylinder 190 bar. Brand: Hyva Cylinder 
 
 

                         OTHER EQUIPMENT 
- Spare wheel support with winch.  
- Spare tire  
- Side ladder 
- Steel tool box 
- Water tank 30 ltr. 
 
 

                         PAINT WORK 
                    - Surface treatment with sandblasting 

- One coat of anti-corrosion primer and two coat of finish painting 
- In one RAL” Colour advised by the client 
- Chassis paint in RAL 7021 grey  

 
 

    Documentation 
One (1) spare part list (Book and USB Stick) 
One (1) operating manual (Book and USB Stick) 
All instruction plaques, lists, manuals and signs in English 

 
We reserve the right to modify or change Specification at any time. 
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Delivery time, ex factory: Approx. 8 - 10 weeks (generally) after receipt of written order 

confirmation and clarification of all technical and commercial issues. 
(Need to be clarified at the moment of order) 

 
Delivery conditions:  Ex factory 
 
Terms of payment:  35% T/T with order. Balance: 
    Irrevocable, confirmed Letter of Credit (DZ-Bank, Germany, GENODEFF) 

    All bank charges inside and outside of Germany for your account.  
    More details about L/C on request. 
 
Validity of offer:  3 month 
 
Warranty:  Starting from date of vehicle taking over, 12 months unconditional 

warranty on body and welded construction.  
The warranty is limited to the repair or replacement of broken parts due 
to construction faults and does not cover damage caused by improper 
use. 

 
 
 
 
We hope that our offer meets your expectations and we assure to deliver a top quality product. Our 
production sites are in Germany and in Portugal we are using only German and European high 
quality steel and components. 
 
 
General information: 
 
Our trailers and semi-trailers are tough built for heavy duty transport jobs and well known for highest 
reliability in roughest conditions. We are using high-quality European steel for the chassis and 
superstructure and German and European trailer components such as BPW and SAF axles, HYVA 
tipping cylinders, WABCO brakes, JOST landing legs etc. RAC-Germany TM trailers and semi-trailers 
are suitable for harsh climate conditions. Our trailers are robust, reliable, durable and easy to 
maintain. 
 
Our trailers and semi-trailers are custom-built from the ground up without compromises. We tailor 
individually semi-trailer to every transport requirement. 
 
 
 
 
 
 
 
 
 
 

Please do not hesitate to contact us for further information and your special requirements.  
 

All trucks and trailers are custom-made in Germany & Europe 
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All trucks and trailers are custom-made in Germany & Europe 
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All trucks and trailers are custom-made in Germany & Europe 
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Special custom-built semi-trailer with diesel engine mounted on trailer chassis  

to operate the hydraulic pump for the tipping cylinder 
 
 

 
 
 
 
 

Please do not hesitate to contact us for further information and your special requirements.  
 

All trucks and trailers are custom-made in Germany & Europe 


